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EXISTING TYPICAL CROSS SECTION

RAMP TYPICAL
RTE. 45 AT MATTOON
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SALVAGED AGGREGATE FROM
STABILIZED SHOULDER REMOVAL

217

BITUMINOUS SHOULDERS, 10*

/STABILIZED SUB-BASE, 4"

PAVEMENT FABRIC

JOINTED P.C.C. PAVEMENT, 10’

PIPE UNDERDRAINS, 4"

#* FOR SECTIONS ON LOW SIDE OF SUPERELEVATION:
SLOPE SHOULDER SAME AS PAVEMENT, BUT NOT
LESS THAN 1/.2 “/FT.
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CONTRACT NO. 700!
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++ COLES & CUMBERLAND

(15,18~20)RS~2 & (15-22)RS-2
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EXISTING TYPICAL CROSS SECTION

RAMP TYPICAL
RTE. 45 AT NEOGA
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GGREGATE SHOULDER, - NG 4,
TYPE B & & g,
BITUMINOUS SHOULDER, 54" / SALVAGED AGGREGATE FROM
STABILIZED SHOULDER REMOVAL
STABILIZED SHOULDER — AGGREGATE WEDGE, TYPE B

BITUMINCUS SHOULDERS, 10”
PAVEMENT FABRIC

BITUMINOUS SHOULDER, 5'/"

JOINTED P.C.C. PAVEMENT, 107

PIPE UNDERDRAINS, 47

BITUMINOUS CONCRETE PAVEMENT, 5Y, STABILIZED SUB-BASE, 4”

#* FOR SECTIONS ON LOW SIDE OF SUPERELEVATION:
SLOPE SHOULDER SAME AS PAVEMENT, BUT NOT
LESS THAN 1/.2 “/FT
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